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Product Portfolio
Photo Category

Business Class 
AP/ CB/ MESH

SOHO AP/ Router

• Fast & GB Ethernet, 802.11a/b/g/n Wireless

• Waterproof and weatherproof

• High power up to 28dBm

• AP/ Clinet Bridge/ Client Router/ WDS

•802.1x, WPA, MSSID, VLAN

• Fast & GB Ethernet, 802.11b/g/a Wireless

• SIP/DOS Firewall, WPA, VPN pass-Thru

• UPnP, Smart Wizard

Business Class 
Client Adapter

• MiniPCI, USB Adapter, PCI Card

• 802.11 a/b/g/n Wireless
• High Power up to 28dBm

• External Antenna

SOHO Client

• USB Dongle, PCI Card 

• 802.11b/g/n

• WPA-TKIP, WPA-PSK, 

• WPS, Setup Wizard

Description
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Business Class – Outdoor AP/ CB

Current Q1, 2009 Q2, 2009

802.11b/g 802.11a/b/g 802.11n Dual Radio

EOC-8610s (802.11a/b/g)

•High Power 11b/g: 28dBm, 11a:22dBm
•AP/ CB/ Repeater
•802.11h (DFS2/ TPC)

•SNMP, Telnet, PoE

EOC-3220
•802.11b/g

•High Power up to 26dBm 
•AP/ CB/ CR, 802.3af, SNMP, Telnet

EOC-3610s
•802.11b/g
•High Power up to 28dBm 

•AP/ CB, 802.3af, SNMP, Telnet

EOC-2610 (802.11b/g)
•Atheros AR2316 (Super G Support)
•High Power up to 28dBm 
•Integrated 10dBi ANT (EIRP: 38dB) & 
Extra SMA connector (H/W Switch)
•Water proof design
•Specific WISP Mode (CB/ CR/ AP)
•PoE (24V), SNMP, Narrow Band Suupot

EOC1630 (802.11b/g)
•Atheros AR2315
•High power 23dBm
•Mini Size, Windows Mount
•Specific WISP Mode (CB/ CR/ AP)
•External N-Type Male Connector to set up 
with High Gain ANT directly without Cable 
loss

•PoE (24V), SNMP, Narrow Band Support

EOC1650 (802.11b/g)
•Atheros AR2315
•High power 23dBm
•Integrated 7dBi ANT (EIRP:1000mW) & 
Extra SMA connector (H/W Switch)
•Mini Size, Windows Mount
•Specific WISP Mode (CB/ CR/ AP)
•PoE (24V), SNMP, Narrow Band Support

EOC-5610 (802.11a/b/g)
•AR2313+5112 (Super AG support)

•High Power 11a:28dBm, 11b/g:28dBm 
•Integrated 13dBi ANT@5GHz, EIRP: 
41dB
•Water proof design
•Specific WISP Mode (CB/ CR/ AP)

•PoE (24V), SNMP, Narrow Band Support



EOCEOC--26102610

• Model Name: EOC-2610

– IEEE 802.11b/g Compatible

– Super G support
– RF Output Power up to 28dBm

– 10dBi internal Antenna, EIRP: 38dB 

– Detachable Antenna for different operation environment
– RF Connector (Option): SMA (Fr)

– 24V PoE support

• System Architecture:
– CPU: Atheros AR2316 (Super G/ 108Mbps Support)

– Operation Mode: CB/ CR/ AP

– Memory
Flash: 8MB ; DRAM: 32MB

– Interface

10/100BaseT Ethernet*1, Antenna Switch, Reset, SMA connector



ECBECB--56105610

• Model Name: ECB-5610

– IEEE 802.11a/b/g Compatible

– Super AG support
– RF Output Power up to 28dBm@2.4/5GHz

– 13dBi Internal Antenna (5GHz), EIRP: 41dB

– Detachable Antenna for different operation environment
– RF Connector (Option): SMA (Fr)*2

– 24V PoE support

• System Architecture:
– CPU: Atheros AR2313+5112 (Super AG/ 108Mbps Support)

– Operation Mode: CB/ CR/ AP

– Memory
Flash: 8MB ; DRAM: 32MB

– Interface

10/100BaseT Ethernet*1, Antenna Switch, Reset, 
SMA connector*2 (5GHz and 2.4GHz)



EOCEOC--1650/ 16301650/ 1630

• Model Name: EOC1650 ; EOC1630

– IEEE 802.11b/g Compatible

– RF Output Power up to 23dBm
– 24V PoE support

EOC1650

– 7dBi internal Antenna, EIRP: 30dB (1000mW)
– SMA connector for external high gain antenna

EOC1630

– External N-Type “Male Connector” to set up with High Gain ANT directly 
without Cable loss

• System Architecture:

– CPU: Atheros AR2316 (Super G/ 108Mbps Support)

– Operation Mode: CB/ CR/ AP
– Memory

Flash: 8MB ; DRAM: 32MB

– Interface
10/100BaseT Ethernet*1, Antenna Switch, Reset, SMA connector
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Business Class – Outdoor AP/ CB

Current Q1, 2009 Q2, 2009

802.11b/g 802.11a/b/g 802.11n Dual Radio

EOA3650 (802.11b/g)
•Atheros AR2316 (Super G Support)
•High Power up to 28dBm 
•Water proof design (IP65)
•7 modes support
• N-Type connector & Integrated 18dBi ANT

•PoE (24V), MSSID/ VLAN, SNMP, Bandwidth 
Management, Narrow Band Support 

EOR7550 (802.11a/b/g/n)
•Ralink RT2880+2820, Atheros AR5413
•Two Radio support (Radio1: 802.11a/b/g ; 
Radio2: 802.11b/g/n)
•High power in 802.11a/b/g (11a:28dBm ; 
11b/g: 28dBm)
•N-Type Connector*1 for 802.11a or 11b/g
•Integrated 5dBi ANT for 802.11b/g/n
•Various Modes support (upto 18 modes)
•Water proof design (IP65)
•802.3af PoE (48V), SNMP, MSSID/VLAN, 
Bandwidth Management, Narrow Band 
Support

EOA7630 (802.11a/b/g/n)
•Atheros AR7161+9220+9223
•Two Radio support (Radio1: 5GHz; 
Radio2: 2.4GHz), 2Tx/ 2Rx
•N-Type connectors*4
•Gigabit Ethernet Support
•PoE (48V), SNMP, MSSID/VLAN, 
Bandwidth Management

EOA7530
•Atheros AR7141+ 2*AR5414
•Two Radio support (Radio1: 5GHz ; Radio2: 2.4GHz)

•High Power 11a:28dBm, 11b/g:28dBm
•N-Type Connector*2 for 11a and 11b/g
•Integrated 18dBi Dual band ANT

•Specific WISP Mode (CB/ CR/ AP)
•2*Extra N-Type connector (1*5GHz, 1*2.4GHz)
•Water proof design (IP65)

•PoE (48V), MSSID/ VLAN, SNMP, Bandwidth 
Managemnet, Narrow Band Support

EOA7660 (802.11a/b/g/n)
•Atheros AR7161+9160*2+9103+9106
•Two Radio support (Radio1: 
802.11a/b/g/n ; Radio2: 802.11b/g/n), 
2Tx/ 3Rx
•Integrate 5dBi dual band Antenna
•3* SMA connectors for 2.4GHz or 
5GHz
•Gigabit Ethernet Support
•PoE (48V), SNMP, MSSID/VLAN, 
Bandwidth Management

EOA3670 (802.11b/g)
•Atheros AR2316 (Super G Support)
•High Power up to 28dBm 
•Water proof design (IP65)
•7 modes support
• N-Type connector & Integrated 23dBi ANT

•PoE (24V), MSSID/ VLAN, SNMP, Bandwidth 
Management, Narrow Band Support 

EOA5750 (802.11a/b/g)

•AR2313+5112 (Super AG support)
•High Power 11a:28dBm, 11b/g:28dBm 
•Integrated 18dBi ANT@5GHz, EIRP: 
46dB

•Water proof design (IP65)
•7 modes
•PoE (24V), SNMP, Narrow Band Support

EOA5770 (802.11a/b/g)

•AR2313+5112 (Super AG support)
•High Power 11a:28dBm, 11b/g:28dBm 
•Integrated 23dBi ANT@5GHz, EIRP: 
51dB

•Water proof design (IP65)
•7 modes
•PoE (24V), SNMP, Narrow Band Support



EOA3650/ 3670EOA3650/ 3670

• Model Name: EOA3650 ; EOA3670

– IEEE 802.11b/g Compatible

– Super G support
– RF Output Power up to 28dBm

– 18dBi internal Antenna, EIRP: 46dB (EOA3650)

– 23dBi internal Antenna, EIRP: 51dB (EOA3670)
– N-Type connector for different operation environment

– 24V PoE support

• System Architecture:
– CPU: Atheros AR2316 (Super G/ 108Mbps Support)

– Operation Mode: CB/ CR/ AP/ WDS AP/ WDS Bridge/ Repeater/ Router

– Memory
Flash: 8MB ; DRAM: 32MB

– Interface

10/100BaseT Ethernet*1, Antenna Switch, Reset, 
N-Type connector*1



EOA5750/ 5770EOA5750/ 5770

• Model Name: EOA5750 ; EOA5770

– IEEE 802.11a/b/g Compatible

– Super AG support
– RF Output Power up to 28dBm@2.4/5GHz

– 18dBi Internal Antenna (5GHz), EIRP: 46dB (EOA5750)

– 23dBi Internal Antenna (5GHz), EIRP: 46dB (EOA5770)
– N-Type connector for different operation environment

– 24V PoE support

• System Architecture:
– CPU: Atheros AR2313+5112 (Super AG/ 108Mbps Support)

– Operation Mode: CB/ CR/ AP/ WDS AP/ WDS Bridge / Repeater/ Router

– Memory
Flash: 8MB ; DRAM: 32MB

– Interface

10/100BaseT Ethernet*1, Antenna Switch, Reset, 
N-Type connector*2 (5GHz and 2.4GHz)



EOA7530EOA7530

• Model Name: EOA7530

– IEEE 802.11a/b/g Compatible

– Dual Radio Concurrent for optimize performance
– RF Output Power up to 28dBm@2.4/5GHz

– 13dBi 5GHz Internal Antenna, EIRP: 41dB@5GHz

– 10dBi 2.4GHz internal Antenna, EIRP: 38dB@2.4GHz
– N-Type connectors for different operation environment

– 48V PoE support

• System Architecture:
– CPU: Atheros AR7141 + 5414*2 (Super AG/ 108Mbps Support)

– Operation Mode: CB/ CR/ AP/ WDS

– Memory
Flash: 8MB ; DRAM: 32MB

– Interface

10/100BaseT Ethernet*1, Antenna Switch, Reset, 
N-Type connector*2 (5GHz and 2.4GHz)



EOR7550EOR7550

• Model Name: EOR7550

– IEEE 802.11a/b/g; 802.11b/g/n Compatible

– RF Output Power up to 28dBm@Radio1 (802.11a/b/g)
– 5dBi Internal Antenna for Radio2 (802.11b/g/n)

– N-Type connector for different operation environment (Radio1)

– 48V PoE support
• System Architecture:

– CPU: Ralink 2880+2820 for 802.11b/g/n (Radio2) ; Atheros AR5414 (Super 
G/ 108Mbps Support) for 802.11a/b/g (Radio1)

– Operation Mode: CB/ CR/ AP/ WDS/ Repeater
– Memory

Flash: 8MB ; DRAM: 32MB

– Interface
10/100BaseT Ethernet*1, Reset, N-Type connector*1 (5GHz or 2.4GHz)
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Business Class – Indoor AP/ CB

ECB5500 (802.11a/b/g)

•Ubicom IP3K + Atheros AR5413

•High Power 11b/g: 28dBm, 11a::22dBm

•5dBI ANT, EIRP: 2.4GHz:2W ; 5GHz:400mW

•AP/ CB/ Repeater

•802.11h (DFS2/ TPC)
•SNMP, Telnet, PoE

ECB2500 (802.11b/g)

•Realtek RTL8186+8225+8201

•High Power up to 26dBm 

•5dBi ANT, EIRP: 1000mW

•AP/ CB/ CR, 802.3af, SNMP, Telnet

ECB-1220R (802.11b/g)

•Realtek RTL8186+8225+8305

•AP/ CB/ Router

•1*WAN (10/100), 4*LAN (10/100)

•1*SMA connector

ECB9500 (802.11b/g/n)
•Ralink RT2880+2820
•2Tx/ 3Rx
•Gigabit Ethernet Support
•Gigabit PoE injector (Optional)
•3*TNC Connectors + 3* 5dBi Ant.
•7 modes support
•MSSID/VLAN, 802.3af, SNMP

ECB7500 (802.11a/b/g/n)
•Atheros AR7161+9220+9223
•Two Radio support (Radio1: 5GHz; Radio2: 
2.4GHz), 2Tx/2Rx
•4* External Antennas with SMA connectors
•10/100/1000 Gigabit Ethernet
•WISP mode support (Client Bridge/ Client Router)
•802.3af PoE, SNMP, 802.1x, MSSID/VLAN, 
Bandwidth Management

2009 Q3 ~FutureCurrent Q1, 2009 Q2, 2009

ECB3500 (802.11b/g)
•Atheros AR2316 (Super G support)
•High Power up to 28dBm 
•5dBi ANT, EIRP: 2000mW
•7 modes support
•MSSID, 802.3af, SNMP, 802.1x, Bandwidth 
Management

EAP-3660 (802.11b/g)

•Atheros AR2316 (Super G support)
•High Power up to 28dBm 

•Integrate 5dBi Antenna, EIRP: 2000mW
•AP/ WDS/ Repeater
•Antenna Diversity Support

•Wall mount and Ceiling Mount
•MSSID, 802.3af, SNMP, Bandwidth 
Management

EAP9550 (802.11b/g/n)
•Ralink RT3052
•2Tx/ 2Rx
•Integrate 5dBi Antenna
•AP/ WDS/ Repeater
•Wall Mount/ Ceiling Mount
•MSSID/VLAN, 802.3af, SNMP, Bandwidth 
Management

802.11b/g 802.11a/b/g 802.11n Dual Radio
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ECBECB--1220R1220R

• Model Name: ECB-1220R

– IEEE 802.11b/g Compatible

– RF Output Power up to 21dBm
– Detachable Antenna for different operation environment

– RF Connector (Option): SMA (Fr)

– 802.3af PoE support with Extra PoE Splitter (EPD-5818)
• System Architecture:

– CPU: Realtek RTL8186+8225+8305

– Operation Mode: CB/ CR/ AP/ WDS/ Router/ Repeater
– Memory

Flash: 4MB

DRAM: 16MB
– Interface

1*WAN (10/100Mbps), 4*LAN (10/100Mbps)



ECB2500ECB2500

• Model Name: ECB2500

– IEEE 802.11b/g Compatible

– RF Output Power up to 26dBm
– 5dBi External Antenna, EIRP: 30dB (1000mW)

– Detachable Antenna for different operation environment

– RF Connector (Option): TNC (Fr)
– 802.3af PoE support

• System Architecture:

– CPU: Realtek RTL8186+8225+8201
– Operation Mode: CB/ CR/ AP/ WDS/ Repeater

– Memory

Flash: 4MB
DRAM: 16MB

– Interface

10/100BaseT Ethernet*1
JTAG (for debugging purpose)



ECB3500ECB3500

• Model Name: ECB3500

– IEEE 802.11b/g Compatible

– Super G support
– RF Output Power up to 28dBm

– 5dBi External Antenna, EIRP: 33dB (2000mW)

– Detachable Antenna for different operation environment
– RF Connector (Option): TNC (Fr)

– 802.3af PoE support

• System Architecture:
– CPU: Atheros AR2316 (Super G/ 108Mbps Support)

– Operation Mode: CB/ CR/ AP/ WDS/ Bridge/ Repeater/ Router

– Memory
Flash: 8MB

DRAM: 32MB

– Interface
10/100BaseT Ethernet*1, DC-IN, Reset



ECB9500ECB9500

• Model Name: ECB9500

– IEEE 802.11b/g/n Compatible

– 2Tx+3Rx design: 300Mbps data rate
– 5dBi External Antenna *3

– Detachable Antenna for different operation environment

– RF Connector (Option): TNC (Fr) *3
– 802.3af PoE support (Gigabit PoE)

• System Architecture:

– CPU: Ralink RT2880+2820
– Operation Mode: CB/ CR/ AP/ WDS/ Bridge/ Repeater/ Router

– Memory

Flash: 8MB
DRAM: 32MB

– Interface

10/100/1000 Gigabit Ethernet*1, DC-IN, Reset



EAPEAP--36603660

• Model Name: EAP-3660

– IEEE 802.11b/g Compatible

– Super G support
– Integrated 5dBi Antenna, EIRP: 33dB (2000mW)

– 802.3af PoE support

• System Architecture:

– CPU: Atheros AR2316

– Operation Mode: AP/ Repeater
– Memory

Flash: 4MB

DRAM: 16MB
– Interface

10/100BaseT Ethernet*1, DC-IN, Reset
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EUB-9701 EXT2
•802.11b/g/n
•Ralink Solution
•2Tx+2Rx
•2*SMA connector

EUB-362/362 EXT
•802.11b/g
•1*SMA connector (362 EXT)
•High power up to 23dBm

EUB-862 EXT2
•802.11a/b/g
•2*SMA connector
•High Power 11b/g: 23dBm, 
11a:20dBm

2009 Q3 ~FutureCurrent Q1, 2009 Q2, 2009

802.11b/g 802.11a/b/g 802.11n

EUB-9801
•802.11a/b/g/n
•Ralink Solution RT3572
•2Tx+2Rx
•2*SMA connectors



Business Class- miniPCI Adapter
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EMP-3602/ 3601
•802.11b/g
•Atheros AR2413/2414
•High Power up to 23dBm

EMP-8602/ 8601
•802.11a/b/g
•Atheros AR5413/5414
•High power 11b/g: 26/ 
28dBm, 11a:20/ 22dbm

EMP-9701
•802.11b/g/n
•Ralink RT2860+2820
•2Tx+3Rx

EMP-9602
•802.11b/g/n
•Atheros AR9160+9103
•3Tx+3R

EMP-7601
•802.11a/b/g/n
•Atheros AR9160+9106
•3Tx+3Rx

EMP-8603
•802.11a/b/g
•Atheros AR5414
•High power 11b/g: 28dBm, 
11a:28dbm

EMP-7603 PLUS
•802.11a/b/g/n
•Atheros AR9160+9106
•3Tx+3R
•High Power 300mW@5GHz, 
500mW@2.4GHz

EMP-9603 PLUS
•802.11b/g/n
•Atheros AR9160+9103
•3Tx+3R
•High Power 500mW@2.4GHz

EMP-9605
•802.11b/g/n
•Atheros AR9223
•2Tx+2R

EMP-7605
•802.11a/b/g/n
•Atheros AR9220
•2Tx+2Rx

2009 Q3 ~FutureCurrent Q1, 2009 Q2, 2009

EMP700
•700MHz
•Atheros Chip Solution
•28dBm

EMP3600
•3.65~3.7GHz
•Atheros Chip Solution
•26dBm

EMP900
•900MHz
•Atheros Chip Solution
•28dBm

EMP4600
•4.632~4.9GHz
•Atheros Chip Solution
•26dBm

802.11b/g 802.11a/b/g 802.11n Special Band



SOHO Networks – SOHO Routers
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ESR-9750
•802.11b/g/n
•2Tx+3Rx
•1*WAN (10/ 100)
•4*LAN (10/100)
•3*SMA connectors
•Power Saving, MSSID, AP-Client

ESR-9750G
•802.11b/g/n
•2Tx+3Rx
•1*WAN (10/ 100/ 1000)
•4*LAN (10/100/1000)
•3*SMA Antenna
•Power Saving, Green Ethernet, AP-Client

ESR-9753
•802.11b/g/n
•Ralink Single Chip RT3051
•1Tx+1Rx
•1*WAN (10/ 100) ; 4*LAN (10/100)
•1*SMA Antenna

ESR-9752
•802.11b/g/n
•Ralink Single Chip RT3052
•2Tx+2Rx
•1*WAN (10/ 100) ;4*LAN (10/100)
•2*SMA Antennas

ESR9770
•802.11b/g/n
•Ralink RT2883+2823
•3Tx+3Rx
•450N
•1*WAN (10/ 100/ 1000)
•4*LAN (10/100/ 1000)
•3*SMA Antennas

2009 Q3 ~FutureCurrent Q1, 2009 Q2, 2009

ERB9550
•802.11b/g/n
•Ralink Single Chip RT3052
•Wireless Range Extender
•2Tx+2Rx
•1*LAN (10/ 100)
•2*SMA Antennas

ESR7850 (802.11a/b/g/n)
• Atheros AR7161+9220+9223
•2.4/5GHz Dual Concurrent
•MCU 680MHz
•600N
•2Tx+2Rx
•Gigabit Ethernet Support
•4*Internal Antennas

ESR7750 (802.11a/b/g/n)
• Ralink RT3052+2880+2850
•2.4/5GHz Dual Concurrent
•Dual Core266/ 384 MHz
•2Tx+2Rx
•1*WAN (10/ 100)
•4*LAN (10/100)
•4*Internal Antennas

ESR-1221
•802.11b/g
•1*WAN (10/100)

•4*LAN (10/100)
•1*Fixed ANT

802.11b/g 802.11a/b/g 802.11n Dual Radio
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EPI– 3601

•802.11b/g

•High Power up to 27dBm

•Support 108Mbps

EUB – 3701

•802.11b/g

•Dongle Size

EUB-9702
•802.11b/g/n
•Ralink RT2770+2720
•Dongle Size
•1Tx+2Rx

EUB-9701
•802.11b/g/n
•Ralinnk RT2870+2820
•Dongle Size
•2Tx+2Rx

EUB – 3701 EXT

•802.11b/g

•Dongle Size
•External Antenna

EUB-8301 (802.11a/b/g)

•Zydas  ZD1211B

•Dongle size

2009 Q3 ~FutureCurrent Q1, 2009 Q2, 2009

EPI– 9701

•802.11b/g/n 

•1Tx+2Rx

•2*External Antenna

EUB-9703
•802.11b/g/n
•Ralink RT3070
•1Tx+1Rx
•WPS button

EUB9705
•802.11b/g/n
•Ralink RT 3071
•1Tx+2Rx
•WPS Button

802.11b/g 802.11a/b/g 802.11n



Wired Solution (LAN Switch)
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Wired

ESG-8805R
• 5-port 10/100/1000 

Gigabit Switch 
• Realtek 8366s
• Green Ethernet

ESG-8808R
• 8-port 10/100/1000 

Gigabit Switch 
• Realtek 8369
• Green Ethernet

2009 Q3 ~FutureCurrent Q1, 2009 Q2, 2009



Q&A
To Order:

--Oxford Consultech UKOxford Consultech UK-- AFRIKANETAFRIKANET
-- NST&T Universal Phone UK Ltd NST&T Universal Phone UK Ltd -- SENAOLANSENAOLAN

England :England :
--------------------------

Oxford Office:Oxford Office: Oxford Culham Innovation CenterOxford Culham Innovation Center -- Building D5 Building D5 
Science Center Science Center -- AbingdonAbingdon -- OX14 3DBOX14 3DB -- OxfordShire United KingdomOxfordShire United Kingdom

Tel: +44 1865 408 365 Fax: +44 207 900 6479Tel: +44 1865 408 365 Fax: +44 207 900 6479

Ashford Office:Ashford Office: Hydra House, 26 North Street Ashford Kent TN24 8JR Hydra House, 26 North Street Ashford Kent TN24 8JR 
United KingdomUnited Kingdom

Tel: +44Tel: +44--12331233--653653--972 Fax: +44972 Fax: +44--207 900 6479 Reg Number: 0380 4593 VAT207 900 6479 Reg Number: 0380 4593 VAT
Number: GB 724 8541 26Number: GB 724 8541 26

France:France:
--------------

Nord Sud Transfert TechnologieNord Sud Transfert Technologie Univers Phone SARLUnivers Phone SARL , 58 rue haute , 58 rue haute 
91850 Bouray sur Juine91850 Bouray sur Juine FranceFrance

TVA Intracommunautaire: ( VAT)TVA Intracommunautaire: ( VAT) FR 36410116396 Siret: 41011639600012FR 36410116396 Siret: 41011639600012
Fr branch:Fr branch: Tel:+33Tel:+33--11--6969--4949--6363--6565 Fax: +33Fax: +33--1 531 53--0101--3535--6161

http://www.Afrikanet.nethttp://www.Afrikanet.net http://www.SenaoPhone.comhttp://www.SenaoPhone.com http://www.AlconPhones.comhttp://www.AlconPhones.com


